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INDUCTION
multiple point − more than one pot per field





Item No.: 80005101303



design by büchin design © | 15  

Induction-Table / Multiple Point

The highlight of our furniture range is the STAGE_80_M_ 
INDUCTION buffet table with integrated surface induction. 
You can place three to four pots on the four induction hobs 
and set the temperature for each hob individually. 
 

The temperature range for keeping food hot is from 50°C to 100°C and can be set in  
increments of 1°C. The intelligent electronics of the integrated induction measures the  
temperature of the base of the pot every minute and aligns it with the set temperature. 

This technology was developed by the Swiss company INDUCS and is marketed under  
the brand name RTSCmp Hold-Line. 

Büchin Design is one of a select number of companies authorised to integrate this  
technology in its mobile buffet tables.
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STAGE_80_M_INDUCTION   (field induction)   

connection between table-top and base

weight: 80 kg [empty]/395 kg [full]

trolley for 3 x induction table

explosion view/main parts

table also available in stainless steel
matt abraded

perfect system to 
keep the food warm 

(no cooking)

Bowl (incl. field-induction)
metal plate, 1 mm, powder-coated 
anthracite
weight: 43 kg

Handling
4 fields can be used with different 
temperatures, range: 50°-100°C to 
keep the food warm, adjust in 1°C-
steps, field-size: 400 x 400 mm,
power: 230V/2 x 1,5 kw

Individual
other colors on request

Item No.: 80005100304 
[LxWxH]: 1800 x 800 x 840 mm
weight: 105 kg

Base
steel, powder-coated anthracite
profile 40 x 40 mm, on wheels with 
height compensation
weight: 27 kg

Table-top
safety glass 10 mm,
weight: 35 kg
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Benefits

2 x button
ON/OFF

front-view/positions of the buttons under the table

technical details:

RTCSmp Hold-Line
Induction cooker,
new generation,
230V, 1Ph, 1,5kW, 8A
80x40x11,4 cm

2 x temp. rotary switch,
underneath the table-
top, adjustable temp.
range: 50°-100°C visible 
on a digital display on
table surface

invisible built-in:
2 x INDUCS with RTCSmp

4 x rotary-switch to
adjust the temperature

table on wheels

surface / black glass-top

four fields to place chafing dishes and/or pots
four fields with different temperature options

top-view/example: positioning of the pots


